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For the Attention of Mr J Player 

Dear James 

Re: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St Asaph – Preliminary Ground

Investigation Report 

Please find below a detailed breakdown of the findings to date from the ground investigation 

undertaken on Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St Asaph.  The site investigation 

was undertaken between 22nd and 23rd January 2026. 

Coverage and Method of Investigation 

In accordance with the specification provided we have undertaken the following scope at the site: 

• 6No. Soakaway tests undertaken at 2.00m bgl;

• 18No. trial pits undertaken to depths between 2.00m and 3.30m bgl;

• 2No. Hand excavated trial pits to depths between 0.65m and 1.00m bgl;

• 6No. window sample boreholes 3.40m to 5.45m bgl; and,

• 20No. Lightweight deflectometer tests at 0.25m to 0.30m bgl.

Ground conditions: 

Topsoil comprising dark brown slightly gravelly sandy clay from ground level to 0.30-0.40m bgl; 

Firm to stiff sandy / gravelly clay to the base of the exploratory holes. 

Localised gravelly sand lenses were recorded in TP08 (SA03) between 0.70m and 1.50m bgl, TP12 

between 2.80m and 3.20m bgl. 

Groundwater encountered during the site works recorded between 0.30m and 2.50m bgl, in 4No. 

exploratory holes  

Contamination:  

Two areas where bonfires have been present were recorded at the site, one area adjacent to TP04, 

with the second local to TP07. It may be prudent to excavate and remove topsoil from this area to 

segregate from the wider topsoil.   

Screening of the soils at the site did not reveal any contaminants above the screening criteria, 

suggesting that the soils are suitable for use at the site. 
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Ground Gas: 

1No. ground gas monitoring visit has been undertaken to date which did not record any elevated 

concentrations of ground gas.  

Groundwater was recorded from ground level to 1.15m bgl, likely as a result of the wells acting as a 

sump – but further monitoring is required to determine this accurately.  

Geotechnical / Foundation Design: 

Whilst geotechnical test data is outstanding, we would envision that traditional foundations such as 

strips / trenches would be appropriate at the site. However, the depth, bearing capacity and influence 

of trees requires further assessment to determine. 

Soakaway testing revealed infiltration rates between 2.37 x 10-7 to 3.30 x 10-7 with two tests where 

infiltration rates could not be determined. All soakaway tests were not compliant with BRE365.  

CBR values from LWDs undertaken below the topsoil were between 0.2% and 0.3%. 

Pending information: 

Geotechnical Laboratory testing; 

5No. gas monitoring visits – expected completion w/c 13th April 2026, updated report to follow 1-2 

weeks following. 

Interim report: w/c 23rd February. 

 

Yours sincerely 

For Brownfield Solutions Limited 
 

 
N Swallow 

BSc (Hons) MSc MIEnvSc 

Principal Geo-Environmental Consultant 

n.swallow@brownfieldsolutions.co.uk 
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Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

0.65

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
Brown slightly gravelly slightly sandy CLAY. Sand is Įne to 
coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 0.65m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.40-1.00 ES

Trial Pit Log
No.

HP01
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306582E, 375092N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

1.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
Brown slightly gravelly slightly sandy CLAY. Sand is Įne to 
coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 1.00m 1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.40-1.00 ES

Trial Pit Log
No.

HP02
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306590E, 375068N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

1.00

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm reddish brown slightly sandy gravelly CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of sandstone.

Firm brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

Becoming sƟī at 1.80m bgl.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30 HSV 80kPa

0.60-0.80 ES

1.00 D
HSV 60kPa

1.60 D

1.80 HSV 90kPa

Trial Pit Log
No.

TP01 SA01
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306589E, 374890N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

1.00

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm reddish brown slightly sandy gravelly CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of sandstone.

Firm brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

Becoming very sƟī at 2.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30 HSV 70kPa

0.70 ES

0.80 D

1.00 HSV 55kPa

2.00 D
HSV 130kPa

2.50 D

2.70 HSV 120kPa

Trial Pit Log
No.

TP02
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306597E, 374936N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. Groundwater encountered at 2.50m bgl.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

1.00

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm reddish brown slightly sandy gravelly CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of sandstone.

SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.40 ES

0.40 HSV 70kPa

0.50-0.70 ES

1.00 D
HSV 100kPa

2.00 D
HSV 130kPa

Trial Pit Log
No.

TP03 SA02
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306607E, 374965N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

0.50

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm brown slightly gravelly sandy CLAY. Sand is Įne to 
coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone.
SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-rounded Įne to 
coarse of mudstone.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30-0.50 ES
0.30 HSV 70kPa

1.00 HSV 90kPa

1.20 D

2.00 HSV 90kPa

2.40 D

Trial Pit Log
No.

TP04
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: Hole Type
TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

0.50

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm brown slightly gravelly slightly sandy CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of mudstone.
SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30-0.50 ES

0.40 HSV 55kPa

0.70 D

1.00 HSV 70kPa

1.50 D

2.00 HSV 80kPa

2.50 D

Trial Pit Log
No.

TP07
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306533E, 375040N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

0.70

1.50

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm reddish brown slightly sandy gravelly CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of sandstone.
Reddish brown slightly gravelly SAND. Sand is Įne to 
coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of sandstone.

SƟī brown moƩled grey slightly gravelly sandy CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.20 ES

0.20 HSV 50kPa

0.40-0.60 ES

0.60 D

0.80-1.00 ES

1.50 D

2.00 HSV 90kPa

Trial Pit Log
No.

TP08 SA03
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306531E, 375008N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. Groundwater encountered at 1.60m bgl.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

0.50

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone.
SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30-0.50 ES
0.30 HSV 80kPa

0.80 D

1.00 HSV 90kPa

1.20 D

2.00 HSV 130kPa

2.70 D

Trial Pit Log
No.

TP09
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306577E, 374976N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

0.50

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm brown slightly gravelly slightly sandy CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of mudstone.
Firm brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

Becoming very sƟī from 2.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30 HSV 35kPa

0.60 D

1.00 HSV 60kPa

1.50 D

2.00 HSV 150kPa

2.50 D

3.00 HSV 110kPa

Trial Pit Log
No.

TP10
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306571E, 374914N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30 D

0.60 HSV 90kPa

1.00-1.20 D

1.50 D

Trial Pit Log
No.

TP11 SA04
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306518E, 374891N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

0.50

2.80

3.20

3.30

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

Firm brown slightly gravelly slightly sandy CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to coarse of mudstone.
SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

Becoming very sƟī from 1.00m bgl.

Reddish brown slightly gravelly SAND. Sand is Įne to 
coarse. Gravel is angular to sub-angular Įne to coarse of 
mudstone.

SƟī brown moƩled grey slightly gravelly sandy CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 3.30m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.30-0.50 ES
0.30 HSV 60kPa

0.50 D

1.00 HSV 90kPa

1.30 D

2.00 HSV 130kPa

2.70 D

2.80-3.00 D

Trial Pit Log
No.

TP12
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306519E, 374961N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.60-0.70 ES
0.60 HSV 80kPa

1.40 D

2.60 D

Trial Pit Log
No.

TP13
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306496E, 374982N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. Groundwater encountered at 2.40m bgl.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

Becoming brown moƩled grey from 1.90m to 3.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.50-0.60 ES

0.70 HSV 100kPa

1.50 D

2.50 D

Trial Pit Log
No.

TP14
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306455E, 375016N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

0.60

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over dark brown sandy CLAY with frequent rootlets. 
Sand is Įne to coarse (TOPSOIL).

SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone.
SƟī brown moƩled grey slightly sandy gravelly CLAY. Sand 
is Įne to coarse. Gravel is angular to sub-angular Įne to 
coarse of mudstone.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.40 ES
ES

0.40-0.60 ES
0.40 HSV 85kPa

0.80 D
D

1.00 HSV 140kPa

1.50-2.00 ES

2.00 D

Trial Pit Log
No.

TP15 SA05
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306466E, 374987N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

AF

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

Becoming brown moƩled grey from 2.00m to 3.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.60-0.70 ES
0.60 HSV 85kPa

1.30 D

2.20 D

Trial Pit Log
No.

TP16
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306497E, 374915N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is sub-
angular to sub-rounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is sub-angular to sub-rounded Įne to 
coarse of mudstone and coal.

Becoming brown moƩled grey from 2.10m to 3.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.60-0.70 ES
0.60 HSV 80kPa

1.50 D

2.30 D

Trial Pit Log
No.

TP17
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306433E, 374931N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is 
subangular to subrounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is subangular to subrounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.40 D

0.60 HSV 95kPa

1.60 D

2.20-2.40 ES

2.70 D

Trial Pit Log
No.

TP18
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306390E, 374984N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

3.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is 
subangular to subrounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown moƩled grey slightly gravelly slightly sandy 
CLAY. Sand is Įne to coarse. Gravel is subangular to 
subrounded Įne to coarse of mudstone and coal.

Becoming brown moƩled grey from 2.20m to 3.00m bgl.

End of Trial Pit at 3.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.40 D

0.60 HSV 68kPa

1.20-1.40 ES

1.60 D

2.50 D

Trial Pit Log
No.

TP19
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306398E, 374953N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

2.00

Level
(m OD) Legend Stratum DescripƟon

Grass over brown slightly gravelly sandy CLAY with 
frequent rootlets. Sand is Įne to coarse. Gravel is 
subangular to subrounded Įne to coarse of mudstone 
(TOPSOIL).
SƟī brown slightly gravelly slightly sandy CLAY. Sand is Įne 
to coarse. Gravel is subangular to subrounded Įne to 
coarse of mudstone and coal.

End of Trial Pit at 2.00m

1.0

2.0

3.0

4.0

5.0

0.00-0.30 ES

0.40 D

0.50 HSV 92kPa

1.20-1.40 ES

1.40 D

Trial Pit Log
No.

TP20 SA06
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306409E, 374913N
Hole Type

TP

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:25

CLIENT: Jones Brothers (Henllan) Ltd DATES: 23/01/26
Logged

CMC

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using CAT & Genny.
2. No groundwater encountered.
3. ExcavaƟon sides stable.
4. Trial pit used for inĮltraƟon rate tesƟng.
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

3.40

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly sandy CLAY with rootlets. Sand is 
Įne to coarse (TOPSOIL).

Firm brown moƩled grey slightly gravelly slightly sandy CLAY. 
Sand is Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to medium of mudstone.

Becoming sƟī from 0.70m bgl.

Becoming very sƟī from 3.00m bgl.

End of Borehole at 3.40m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.30 ES

0.30-1.00 ES

1.20 D
SPT N=20                   

(3,4/5,4,5,6)

2.00 D
SPT N=27                   

(5,5/5,6,7,9)

3.00 D
SPT N≥50                                                       

(10,10/50 for 255mm)

Borehole Log
Window Sampler No.

WS01
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306476E, 374902N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. No groundwater encountered.
4. InstallaƟon to 3.00m bgl: 1.00m plain 35mm PVC, 2.00m sloƩed 35mm PVC.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

5.45

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly sandy CLAY with rootlets. Sand is 
Įne to coarse (TOPSOIL).

Firm brown moƩled grey slightly gravelly slightly sandy CLAY. 
Sand is Įne to coarse. Gravel is angular to sub-rounded Įne to 
medium of mudstone.

Becoming sƟī from 0.50m bgl.

Becoming sƟī from 3.00m bgl.

Becoming very sƟī from 5.00m bgl.

End of Borehole at 5.45m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.40 ES

0.40-1.20 ES

1.20 SPT N=22                   
(4,4/4,5,6,7)

1.40 D

2.00 SPT N=18                   
(3,4/4,5,4,5)

2.40 D

3.00 SPT N=27                   
(4,4/5,7,8,7)

3.40 D

4.00 SPT N=26                   
(4,4/6,6,6,8)

4.50 D

5.00 SPT N=32                   
(4,6/6,8,8,10)

Borehole Log
Window Sampler No.

WS02
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306514E, 374926N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. No groundwater encountered.
4. InstallaƟon to 5.00m bgl: 1.00m plain 35mm PVC, 4.00m sloƩed 35mm PVC.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

3.44

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly sandy CLAY with rootlets. Sand is 
Įne to coarse (TOPSOIL).

Firm brown moƩled grey slightly gravelly slightly sandy CLAY. 
Sand is Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to medium of quartzite and mudstone.

Becoming sƟī from 0.70m bgl.

Becoming very sƟī from 2.00m bgl.

End of Borehole at 3.44m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.30 ES

0.30-0.70 ES

0.70-1.20 ES

1.20 SPT N=20                   
(3,4/4,4,6,6)

1.50 D

2.00 SPT N=39                   
(6,7/8,8,11,12)

2.50 D

3.00 D
SPT N≥50                                                       

(7,7/50 for 295mm)

Borehole Log
Window Sampler No.

WS03
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306541E, 374928N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. No groundwater encountered.
4. InstallaƟon to 3.00m bgl: 1.00m plain 35mm PVC, 2.00m sloƩed 35mm PVC.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.40

5.45

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly sandy CLAY with rootlets. Sand is 
Įne to coarse (TOPSOIL).

Firm brown moƩled grey slightly gravelly slightly sandy CLAY. 
Sand is Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to medium of mudstone and rare coal.

Becoming sƟī from 0.80m bgl.

Becoming sƟī from 5.00m bgl.

End of Borehole at 5.45m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.40 ES

0.40-1.00 ES

1.20 D
SPT N=18                   

(3,3/4,4,4,6)

2.00 SPT N=23                   
(4,4/5,5,6,7)

2.20 D

3.00 SPT N=18                   
(3,3/3,4,5,6)

3.20 D

4.00 SPT N=29                   
(5,5/5,7,8,9)

4.20 D

5.00 SPT N=31                   
(5,6/7,7,8,9)

5.20 D

Borehole Log
Window Sampler No.

WS04
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306483E, 374948N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. No groundwater encountered.
4. No installaƟon
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

3.45

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly sandy CLAY with rootlets. Sand is 
Įne to coarse (TOPSOIL).

Firm brown moƩled grey slightly gravelly slightly sandy CLAY. 
Sand is Įne to coarse. Gravel is sub-angular to sub-rounded Įne 
to medium of mudstone.

Becoming sƟī from 0.50m bgl.

Becoming very sƟī from 2.00m bgl.

End of Borehole at 3.45m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.30 ES

0.30-0.80 ES

1.00 D

1.20 SPT N=21                   
(4,4/5,6,5,5)

2.00 D
SPT N=38                   

(5,5/8,8,10,12)

3.00 D
SPT N≥50                                                       

(7,5/9,10,14,17)

Borehole Log
Window Sampler No.

WS05
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306422E, 374964N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. Slight groundwater seepage encountered from 0.30m bgl.
4. No installaƟon
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane



Well Water 
Strikes

Sample and In Situ TesƟng
Depth (m) Type Results

Depth 
(m)

0.30

1.00

5.45

Level   
(m OD) Legend Stratum DescripƟon

Grass over dark brown slightly gravelly slightly sandy CLAY with 
rootlets and low cobble content. Sand is Įne to coarse. Gravel is 
sub-angular to sub-rounded Įne to coarse of mudstone and 
quartzite. Cobbles are sub-angular to sub-rounded of mudstone 
up to 200mm in diameter (TOPSOIL).
Firm yellowish brown slightly gravelly slightly sandy CLAY. Sand is 
Įne to coarse. Gravel is sub-angular to sub-rounded Įne to 
medium of mudstone.

SƟī reddish brown moƩled grey slightly gravelly slightly sandy 
CLAY. Sand is Įne to coarse. Gravel is sub-angular to sub-rounded 
Įne to medium of mudstone and rare sandstone.

End of Borehole at 5.45m

1.0

2.0

3.0

4.0

5.0

6.0

0.00-0.30 ES

0.30-0.50 ES

1.00-1.20 ES

1.20 SPT N=19                   
(3,4/4,4,5,6)

1.30 D

2.00 SPT N=25                   
(3,4/5,6,6,8)

2.30 D

3.00 SPT N=25                   
(4,4/5,6,6,8)

3.30 D

4.00 SPT N=22                   
(4,4/4,5,6,7)

4.30 D

5.00 SPT N=24                   
(4,4/4,6,6,8)

5.30 D

Borehole Log
Window Sampler No.

WS06
Sheet 1 of 1

PROJECT NO: C6480 CO-ORDS: 306579E, 375005N
Hole Type

WS

PROJECT NAME: Land to the East of Waun Rhuallt Parish Hall, Rhuallt, St 
Asaph LEVEL: Scale

1:30

CLIENT: Jones Brothers (Henllan) Ltd DATES: 22/01/26
Logged

JL

Checked
NS

Remarks 1. Service clearance undertaken by BSL engineer using using CAT & Genny.
2. Hand dug inspecƟon pit to 1.20m bgl.
3. No groundwater encountered.
4. No installaƟon
5. BackĮlled with arisings upon compleƟon.

ES = Environmental Sample
D = Disturbed Sample
B = Bulk Sample
LB = Large Bulk Sample
U = Undisturbed Sample
UT = Undisturbed Thin Wall Sample
SPT = Standard PenetraƟon Test
PID = PhotoionizaƟon Detector (ppm)
PPM = Part Per Million
HSV = Hand Shear Vane


